





CASE STUDIES
PALM OIL

wering Progress in Chumporn, Thail

6.4 MW Extraction Condensing Steam Turbine Generator Set

* The requirement was to operate turbine in 40 bar, 420°C, 34.7
TPH with extraction flow of 12 TPH.

» Specific Steam Consumption (SSC) - 5.42 kg/kWh

Driving Efficiency in Johor, Malaysia

6 MW Straight Multi-stage Backpressure Steam Turbine Generator Set
« The requirement was to operate turbine in 40 bar, 380°C, 54 TPH.
« Specific Steam Consumption (SSC) - 9 kg/kWh

Delivering Performance in Surat Thani, Thailand

4 MW Extraction Condensing Steam Turbine Generator Set

* The requirement was to operate turbine in 31 bar, 265°C, 35
TPH with extraction flow of 20 TPH.

* Specific Steam Consumption (SSC) - 8.75 kg/kWh

Enabling Growth in , Malaysia

6 MW Straight Multi-stage Condensing Steam Turbine Generator Set
* The requirement was to operate turbine in 40 bar, 380°C, 26 TPH.
» Specific Steam Consumption (SSC) - 4.33 kg/kWh
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Connect with our experts at
mktg@triveniturbines.com

TRIVENI TURBINE LIMITED

BENGALURU, INDIA MARKETING AND SERVICE OFFICE
12 A, Peenya Industrial Area, Triveni Turbines FZCO, 571 RSU Tower, Unit 903, 9th Floor,
Phase 1, Bengaluru - 560058, India Sukhumvit 31 Road, Klong Ton Nua, Wattana, Bangkok 10110, Thailand
Phone: +91 80 22164000 Phone: +66 2 117 9575, Fax: +66 2 662 3416




